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1. Site address

Address to be provided

2. Background

The house has several gaps on the wooden floor at the living room which have to be filled and polished. Also there have been several years since the last painting of the property is made and several minor aged cracks have made their appearance on the paint. Also there is a series of roof tiles installed at the facade which have been detached from the wall allowing the water to slide through and cause moisture issues inside the living room.
3. Scope of work
This document is being issued by the US Department of State with the purpose to enter into a contract the following works:

· to repair the existing wooden floor by scrubbing it, filling its gaps and by applying three layers of wooden floor polish.
· to paint inside and outside the house.
· to fill and stone polish the terrazzo at the front balcony.
· to replace a series of roof tiles at the house’s facade.
The contractor shall be responsible for the supply of all machinery, labour and materials necessary for the completion of the works.
The bidders shall also provide the cumulative duration of all work involved, which shall not be more than sixteen (16) calendar days.
4. General conditions

1.1 Materials, tools and codes

1.1.1. All work must be executed strictly in accordance with the current Codes of Practice.

1.1.2. All works to be completed in accordance with the relevant and current Greek Standards.

1.1.3. The contractor is responsible for all the contractor-owned tools and equipment at all times and shall provide a lockable tool and material box for their operatives if required.
5. Particular conditions
1.2 Materials specification
The contractor shall use high quality construction materials approved by the COR. 
Paint: High quality paint in every area such as:

 Eco Style Soft Matte (Benjamin Moore) or Neopal ECO (Vivechrom) for inside general painting or similar quality.

Moore’s K&B (Benjamin Moore) or Neopal kitchen & bathroom (Vivechrom) for the basement, kitchen and bathrooms or similar quality.

Moorelife (Benjamin Moore) or Vivecryl thermoelastic (Vivechrom) for all external painting or similar quality.     
All materials to be used shall be indicated at the quote and approved by the COR.  

1.3 Wooden Floor Repair
There should be adequate runs of scrubbing so that a fine surface is archived. The wooden sand from the last layers of scrubbing should be used along with polishing material for filling any gaps between the wooden parts. After all gaps are filled there should be three (3) layers of glossy polishing material.  
1.4 Plastering
All areas with loose plaster shall be cleared and replastered. 
1.5 Painting
All walls and ceiling shall be scrubbed, filled and painted with three coats of paint as specified at the materials specification.  

All cracks are to be filled with appropriate filler.
1.6 Terrazzo Stone Polishing
The front yard shall be wet grinded with #80 or finer grit stone.  Then the surface shall be thoroughly rinsed with clean water.  Finally, all surfaces shall be wet polished with a fine grit stone and washed with neutral cleaner and thoroughly rinsed with clean water. 
1.7 Roof Tiles Replacement

The old roof tiles and the old bonding material used for them should be removed; the area should be thoroughly cleaned and waterproofed with asphalt membrane so that old possible cracks are fully filled and covered. After the waterproofing is achieved the new tiles should be installed carefully so that all gaps between the wall and the tiles are fully covered. 
1.8  Reception of works and cleaning requirements

The contractor shall take all necessary precautions throughout the duration of the project to thoroughly protect all cabinets and materials that is inside and outside the house. 
It is also the contractor’s responsibility to minimize spills, drips and miss-application of paint to areas and surfaces not scheduled to receive a painted finish. 
If applicable the contractor shall clean-up and remove such spills and drips, etc. before permanent damage is caused to these surfaces. The contractor shall also clean off previous miss-applications of paint by others to the metal door and other high visibility areas.
The contractor shall clear away all plant material and waste including, but not limited to, soil, builder's materials, paint tins and rubbish upon completion. Failure to comply will delay payment and the Embassy reserves the right on default, after final notification, to remove the contractor's effects and deduct the charge from his invoice.
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